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d7A t marine Genset d7a ta marine genset

  Heat exchanger cooled GENSETS	 		
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D7A T/UCM274E	 113	 90	 131	 105	
D7A T/UCM274F	 135	 108	 142	 114

  KEEL COOLED GENSETS					     	
	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D7A T/UCM274E	 113	 90	 131	 105	
D7A T/UCM274F	 135	 108	 142	 114

  dimensions and weights**	
Engine	 L (mm)	 W (mm)	 H (mm)	 kg	 lb
D7A T/UCM274D***	 2410	 1157	 1275	 1515	 3340 
D7A T/UCM274E	 2191	 1157	 1275	 1485	 3274
D7A T/UCM274F	 2191	 1157	 1275	 1520	 3357

*	� Power output based on temperature rise class F, 400V for 50Hz and 440V  
for 60 Hz series star connetion. 

** 	Dimensions and weights based on heat exchanger cooled single bearing Gensets.
*** Dimensions and weights based on radiator cooled genset.

  Heat exchanger cooled GENSETS	 		
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D7A TA/UCM274F	 -	 -	 156	 125	
D7A TA/UCM274G	 149	 119	 -	 -
D7A TA/UCM274H	 163	 130	 173	 139

  KEEL COOLED GENSETS					     	
	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D7A TA/UCM274F	 -	 -	 156	 125	
D7A TA/UCM274G	 149	 119	 -	 -
D7A TA/UCM274H	 163	 130	 173	 139

  dimensions and weights	
Engine	 L (mm)	 W (mm)	 H (mm)	 kg**	 lb**
D7A TA/UCM274F	 2191	 1157	 1275	 1560	 3439	
D7A TA/UCM274G	 2239	 1157	 1275	 1610	 3549
D7A TA/UCM274H	 2275	 1157	 1275 	 1660	 3660

*	� Power output based on temperature rise class F, 400V for 50Hz and 440V  
for 60 Hz series star connetion. 

** 	Dimensions and weights based on heat exchanger cooled single bearing Gensets.

6-cylinder, 4-stroke, direct-injected, 
turbocharged marine diesel engine.

Bore x Stroke (mm):	 108 x 130
Displacement (l):	 7.15	

6-cylinder, 4-stroke, direct-injected, 
turbocharged aftercooled marine 
diesel engine.

Bore x Stroke (mm):	 108 x 130
Displacement (l):	 7.15	
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  RADIATOR COOLED gensets				    	
	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D7A T/UCM274D	 88	 70	 110	 88 
D7A T/UCM274F	 130	 104	 134	 107

Not for installation.Not for installation.
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D9 marine genset

  Heat exchanger cooled GENSETS	 		
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D9 MG/UCM274H	 -		 -	 213	 170 
D9 MG/HCM434C	 210		 168	 245	 196
D9 MG/HCM434D	 230		 184	 270	 216 
D9 MG/HCM434E	 275	 220	 312	 250
D9 MG/HCM434F	 281	 225	 -	 -

  KEEL COOLED GENSETS					     	
	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D9 MG/UCM274H	 -	 -	 213	 170 
D9 MG/HCM434C	 210	 168	 245	 196
D9 MG/HCM434D	 230	 184	 270	 216 
D9 MG/HCM434E	 275	 220	 312	 250
D9 MG/HCM434F	 282	 225	 -	 -

  dimensions AND WEIGHTS**	
Engine	 L (mm)	 W (mm)	 H (mm)	 kg	 lb
D9 MG/UCM274H	 2492	 1161	 1712	 2260	 4982 
D9 MG/HCM434C	 2660	 1161	 1712	 2480	 5467
D9 MG/HCM434D	 2660	 1161	 1712	 2570	 5666 
D9 MG/HCM434E	 2660	 1161	 1712	 2655	 5853
D9 MG/HCM434F	 2660	 1161	 1712	 2790	 6151

*	� Power output based on temperature rise class F, 400V for 50Hz and 440V  
for 60 Hz series star connetion. 

** 	Dimensions and weights based on heat exchanger cooled single bearing Gensets.

6-cylinder, 4-stroke, direct-injected, 
turbocharged aftercooled marine 
diesel engine.

Bore x Stroke (mm):	 121 x 140
Displacement (l):	 9.6

  RADIATOR COOLED GENSETS				    	
	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D9 MG/UCM274H 	 170	 136	 213	 170 
D9 MG/HCM434C	 210	 168	 245	 196
D9 MG/HCM434D	 230	 184	 270	 216 
D9 MG/HCM434E	 268	 214	 288	 230
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d12 marine Genset

  Heat exchanger cooled GENSETS	 		
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D12 MG/HCM434F	 310	 248	 375	 300	
D12 MG/HCM534C	 367	 294	 438	 350

  KEEL COOLED GENSETS					   
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D12 MG/HCM434F	 310	 248	 375	 300	
D12 MG/HCM534C	 367	 294	 437	 350

  dimensions and weights**	
Engine	 L (mm)	 W (mm)	 H (mm)	 kg	 lb
D12 MG/HCM434F	 2739	 1180	 1725	 3072	 6773	
D12 MG/HCM534C	 2814	 1180	 1725 	 3152	 6994

*	� Power output based on temperature rise class F, 400V for 50Hz and 440V  
for 60 Hz series star connetion. 

** 	Dimensions and weights based on heat exchanger cooled single bearing Gensets.

6-cylinder, 4-stroke, direct-injected, 
turbocharged aftercooled marine 
diesel engine.

Bore x Stroke (mm):	 131 x 150
Displacement (l):	 12.13

  RADIATOR COOLED GENSETS				  
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D12 MG/HCM434F	 310	 248	 375	 300	
D12 MG/HCM534C	 346	 277	 401	 321
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Not for installation.Not for installation.
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d16 marine Genset

  Heat exchanger cooled GENSETS	 		
 	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D16 MG/HCM534D	 415	 332	 488	 390	
D16 MG/HCM534E	 490	 392	 588	 470
D16 MG/HCM534F	 525	 420	 596	 477

  radiator COOLED GENSETS				  
	  		  50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D16 MG/HCM534D	 415	 332	 488	 390	
D16 MG/HCM534E	 490	 392	 560	 448
D16 MG/HCM534F	 518	 414	 -	 -

  dimensions and weights**	
Engine	 L (mm)	 W (mm)	 H (mm)	 kg	 lb
D16 MG/HCM534D	 3131	 1192	 1842	 3626	 7994	
D16 MG/HCM534E	 3131	 1192	 1842	 3776	 8325
D16 MG/HCM534F	 3131	 1192	 1842	 4034	 8633	

*	� Power output based on temperature rise class F, 400V for 50Hz and 440V  
for 60 Hz series star connetion. 

** 	Dimensions and weights based on heat exchanger cooled single bearing Gensets.

6-cylinder, 4-stroke, direct-injected, 
turbocharged aftercooled marine 
diesel engine.

Bore x Stroke (mm):	 144 x 165
Displacement (l):	 16.1
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Protect your investment and keep safe and secure at sea! 
Always choose Genuine Volvo Penta Parts.  

Tested to meet our stringent standards for quality and 
performance, they are the only parts that keep your 
engine 100% Volvo Penta. Which not only means 
safety, but also increased productivity with reduced 
downtime. Find your nearest dealer on our website. 

You can always trust Genuine Volvo Penta Parts.

SAFETY IN MIND

www.volvopenta.com

  KEEL COOLED GENSETS					      	
	 50 Hz 1500 rpm	 60 Hz 1800 rpm
Engine	 kvA*	 kWe*	 kvA*	 kWe*
D16 MG/HCM534D	 415	 332	 488	 390	
D16 MG/HCM534E	 490	 392	 588	 470
D16 MG/HCM534F	 525	 420	 596	 477

Not for installation.
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Notes:Notes:
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Operating costs. Keeping them low is how  
you earn money on your investment in an 
engine. And this is how we at Volvo Penta  
help you get as low lifetime cost as possible 
for your engine:

The right solution for your needs
Based on massive experience and documentation,  
our computer systems and application engineers  
help you find the optimal propulsion solution.  
An installation that delivers:
•  Performance.
•  Reliability.
•  Low operating cost.
•  Long service life.

Installation and application support
Complete support with issues such as:
•  Propulsion system integration 
•  Classification
•  Drawings 
•  Installation instructions
•  Comprehensive documentation

Global service network – regional assistance
Maximising uptime and reliability.
• � Qualified, well equipped marine service dealers in  

more than 100 countries.
• � Tailored service programmes.
• � Volvo Penta Action Service. 24-hour emergency  

service available in Europe and North America.

Genuine Volvo Penta Parts and Accessories
The perfect match for Volvo Penta engines. Easily av-
ailable thanks to secure global distribution. Why risk you 
investment with anything else? 

Accessories for complete, fully matched installation.

KNOWLeDGE.
EXPERIENCE. 
SERVICE. 
SUPPORT.




